This is a synopsis for commercial items prepared in accordance with the format in FAR Subpart 12.6, as supplemented with additional information included in this notice.  This announcement constitutes the synopsis only, and a separate written solicitation M67400-04-T-0350 will be issued as a Request for Quotation on or after 1 April 2004. 

Total Qty of Tools are listed on the following:

	
	AUTOMATIC SURFACER, 1 each.; MFR PART NR: LJ300

BRAND NAME OR EQUAL
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	PIPE MACHINE, 1 each.; SPECIFICATIONS: 100V,  600W, 40 RPM

BRAND NAME OR EQUAL.

605 X 375 X 390MM, MFR PART NR: N50A


	


	
	
	
	
	
	

	
	
	
	
	
	

	
	HORIZONTAL BANDSAW MACHINE, 1 each

BRAND NAME OR EQUAL

Amada Horizontal Band Saw Capacity at 90 Degree Round - 10" 

Capacity at 90 Degree Square - 10" 

Capacity at 90 Degree Rectangular - 6.8" x 11.8" 

Speed Range - 88-262 fpm, Motor - 3 HP, Hydraulic Motor - 1 HP 

Allowable Load - 3300 Lbs, Table Height - 21.7" 

Blade Size - 1" x 0.037" x 138" ,Approximate Machine Floor Space - 73" x 77" 

Approximate Machine Weight - 2650 Lbs, Specifications: HA-250 10x10 

Cutting cap., round 10" , Cutting Cap., square 10" 

Cutting cap., rectangle 6.8" x 11.8" 

Blade size, width x thickness x length 1" x 0.037" x 138" 

Blade speeds 88-262 fpm, Drive motor 3 HP, MFR PART NR: HA-250


	


	
	
	
	
	
	

	
	
	
	
	
	

	
	BENDING ROLL, 1 each, SIZE: L2500 X W660 X H1260

BRAND NAME OR EQUAL

POWER: 220/220V,  MFR PART NR: DS-H- 3.2T

 
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	WELDING MACHINE, 1 each, TIG WELDER PANASONIC

BRAND NAME OR EQUAL

MFR PART NR: YC-300BM2


	

	
	
	
	
	
	

	
	
	
	
	
	

	
	PANASONIC WELDER, 1 each, MODEL # 350GB2

BRAND NAME OR EQUAL

MFR PART NR: 350GB2

 
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	CUT STAR (AIR PLASMA), 1 each, INCLUDES CUTTING TORCH.

BRAND NAME OR EQUAL

SPECIFICATIONS: SIZE: W 28.7 X D 53.2 X H 55.8

POWER:220V, 29.2KW

MFR PART NR: PF130


	

	
	DUCT FORMING MACHINE, 1 each

BRAND NAME OR EQUAL

L 1030 X W 610 X H 1150

200/220 V

0.75 KW

ITEM IS ABLE TO PRODUCE A DURABLE NEAT  PRODUCT NOISELESSLY. USED FOR INSULATED RACKING. 

MFR PART NR: FSLR-22P

 
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	MORTISER, 1 each, MFR PART NR: 55103

BRAND NAME OR EQUAL

 
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	SQUARE CHISEL, 1 each, MFR PART NR: 7305H

 BRAND NAME OR EQUAL
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	MULTI-FUNCTIONAL CUTTING SAW, 1 each,

BRAND NAME OR EQUAL

MFR PART NR: LA451SP

 
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	DRILL PRESS, 1 each, POWER IS 0.75 KW, MFR PART NR: BT23RL

BRAND NAME OR EQUAL 
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	GRINDER, 1 each, POWER 220V / 75KW, SIZE - W 72 X  D 59.5 X H 105.1

BRAND NAME OR EQUAL

MFR PART NR: GR31

 
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	CUT OFF SAW, 1 each, POWER 3.7 KW, MFR PART NR: CC16SB

BRAND NAME OR EQUAL
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	Mechanical Shearing Machine, 1 each, 

BRAND NAME OR EQUAL.

Mechanical Shear specifications. Blade Length. 133.0 Inches. 

Maximum Cut Length With Side Gauge. 120.5 Inches. 

Maximum Plate Thickness. 1/4" Mild Steel. 

Strokes Per Minute. 60 SPM., Gap Depth. 2.56 Inches. 

Rake Angle. 1 Degree 28 minutes. Main Motor. 15 HP. 

Squaring Arm Length. 118 Inches. Machine Weight. 18,600 Lbs.. Electrical Requirements. 10 KVA. 1.2.. Backgauge Features. 

Backgauge Motor. 1/2 HP., Number of Hold-Downs.

 Backgauge Adjustment. 0.39 - 39.37 Inches. MFR PART NR: m3060

 
	

	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	BENDING MACHINE: 

BRAND NAME OR EQUAL

The RG 100 is designed for fast, versatile and safe material processing. It is an up-acting hydraulic press brake with 110 tons of capacity and a bed length of 10 feet. There are 100" between the frames, with an open height of 14.5". The maximum travel distance of the ram is 4", and the maximum bend length that can be formed is 122". The ram repeatability is ???ñ0.0004", while the backgauge can travel 19.6".   The RG 100 has a NC9-EXII control, which is used to control the ram and backgauge, as well as other appropriate functions. There are two methods of entering data into the NC9-EXII control, ANGLE Mode and DEPTH Mode. Also, the RG 100 features rugged machine construction, roller bearing guide block system, beam parallelism and positioning, sectionalized punch holders, a handwheel device, and a foot treadle. Press Brake Capacity  110 tons, 

Bending Length  98.6 inches, Maximum Stroke Length  3.937 inches,

 Open Height  14.57 inches, Throat Depth  15.75 inches, 

 Ram Repeatability  ???ñ0.0004 inches, Speed  -  Rising  139 ipm,

 Speed  -  Bending  23 ipm, Speed  -  Lowering  122 ipm,

 Maximum Pressure 4800 psi

 Machine Size  121? (L) x 91? (H) x 62? (W),

 Distance Between Side Frames  100.3 inches, Motor  7.5 HP,

 Electrical Requirements 10 KVA, Air Requirements 71 psi, 1cfm,

 Machine Weight 14,100 lbs.,  Number Of Cylinders 3,

 Hydraulic Oil Capacity 17.1 gallons, MFR PART NR: RG-100

 
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	PIPE MACHINE, 1 EACH, CAPACITY 110 TONS

BRAND NAME OR EQUAL.

BENDING LENGTH 98.6 INCHES, MACHINE SIZE: 121"L X 91" H X 61"W

MOTOR 7.5 HP, CYLINDERS  3, HYDRAULIC OIL CAPACITY 17.1 GALLONS, MAXIMUM ORESSURE 4800 PSI, 

MFR PART NR: N80A111 GX

 
	

	
	
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	Press Machine, 1 each,

BRAND NAME OR EQUAL.

CAPACITY 60 TONS

BENDING LENGTH - 835 MM 32.87IN

FRAME GAP - 510MM DEPTH

FRAME GAP - 820 WIDTH

APPROACH SPEED - 35-50 MM

WEIGHT - 5500 KG (12.130LB)

MFR PART NR: SPH-60C

 
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	Corner Shear, 1 each,

BRAND NAME OR EQUAL.

MFR PART NR: CSHW 220

 
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	Bandsaw, 1 each,

BRAND NAME OR EQUAL.

MFR PART NR: LB200

 
	


	
	
	
	
	
	

	
	
	
	
	
	

	
	Training:

Training for all of the above items is needed.

NOTE: This is an Unpriced CLIN. Include the Training  price in the unit prices on the other CLINs.

 
	


Section Contract Administration Data

The Government requires delivery of items to be made before 10 July 2004. Delivery: FOB Destination to Camp Hansen, Okinawa, Japan, FPO AP 96310-1861. This procurement is not a small business set-aside; any responsible source may submit an offer. Requests for Quotation (RFQ) will be issued to all respondents to this synopsis. The solicitation can be viewed online at http://rco.mcbbutler.usmc.mil  Solicitation requests and RFQ response offers can be faxed to 892-5111 ext 645-0969 or emailed to maberryrw@mcbbutler.usmc.mil, or mailed the Regional Contracting Office, PSC 557 BOX 2000, FPO AP 96379-2000.  Final solicitation will be posted on or after 1 April.  Questions may be addressed to Rick Maberry by email at: maberryrw@mcbbutler.usmc.mil. All correspondences must include the solicitation number (M67400-04-T-0350); your full name, your company name, and telephone and fax numbers. All offers received shall be considered.  

